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e PVC-U PRESSURE SYSTEM

The system is designed to deliver, under pressure, potable water or water for general
aims, at a temperature of about 20°C.

PVCU pressure pipes and fittings, are available in the diameters of DN 90 - 500 mm and
nominal pressure: PN 6 -12,5. Due to our long term experience in producing water-pressure
systems of PVCGU, we offer high-quality products that guarantee long-lasting and

trouble-free exploitation of the networks.

PVC-U pipes are lighter, more resistant and less expensive in comparison to other types of
pipes. They are corrosion-proof . The smooth internal surface of the pipe minimizes
pressure losses over long distances. Pipes' sockets are fitted with a factory installed lipped
seal, which ensures durability of connections. In order to facilitate assembly, the system is
complemented by couplings, double-sockets, bends and flanged fittings.




Resulting from the advantages, PVC-U pipes and fittings are very popular with designers,
investors and water-pipe networks assemblers. For the reason of their application, water
pressure pipes are subject to continuous, very detailed tests in our laboratory.

Norms and documents:

PN €N ISO 1452-2:2010

PN €N ISO 1452-3:2011

DECLARATION OF PERFORMANCE

HIGIENIC CERTYFICATE

TECHNICALOPINION -CENTRAL MINING INSTITUTE (GIG)
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6 PVC-U PRESSURE PIPES

Pipe DIAMETER DIMENSION PACKAGE E

DN [mm] [m]
SDR 41 PN6
90 90x2,8 360
110 110x2,7 300
160 160x4,0 168
225 225x5,5 90
315 ST 36
400 400x9,8 18
500 500x12,3 12
SDR 21 PN10
90 90x4,3 360
SDR 26 PN10
110 110x4,2 300
160 160x6,2 168
225 225x8,6 90
315 315x12,1 36
400 400x15,3 18
500 500x19,1 12
The InstalPlast task's PVC-U SPRYHENIZS
water pressure pipes do not e 1008 it
] 160 160x7,7 168
consist the lead components 295 225x10.8 90
Pipe DIAMETER DIMENSION PACKAGE
DN [mm] [m]
SDR 26 PN10
e
140 140x5,4 192 DN [mm ] [m]
160 160x6,2 168 SDR 17 PN16
200 200x7,7 90 110 110x6,6 | 300
225 225x8,6 90 125 | 125x7,4 | 216
280 = 280x10,7 36 140 | 140x8,3 | 192
315 315x12,1 36 160 160x9,5 168
200 | 200x11,9 90
SDR 21 PN12,5 225 | 225x13,4 90
110 | 110x5,3 300 280 | 280x16,6 36
125 125x6,0 216 315 315x18,7 36
140 | 140x6,7 192
160 160x7,7 168
200 200%9,6 90
225  225x10,8 90
280 | 280x13.4 36
315 315x15,0 36

Available pipes’ lengths: 2,3,4,5,6 m
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+ seals included

)
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PVC-U PRESSURE FITTINGS

Bend DIAMETER [ mm ] ANGLE ‘

Coupling DIAMETER [ mm|]

+ seals
included

90
110
160
225
315
400
500

+ seals
included

90
110
160
225
315
400
500

11:522"%30° 45" 60%:90°
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90
110
160
225
315
400
500
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6 PVC-U PRESSURE FITTINGS

Flanged Spigot DIAMETER [ mm ]
FNP type

90/80

110/100
ENP type
160/150 with seals i);ﬁ:luded 90/80
160/150
225/200
ANP type
with seals included 90/80
110/80
110/100 ANP-3K type
160/80 with seals included 90/90
160/100 110/80
160/150 110/110
225/150 160/80
225/200 160/110
160/160
225/150
225/200
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NOTES
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